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ABSTRACT 
 
T-300 carbon fibers and T-300 carbon fiber reinforced silicon carbide composites (C/SiC) 
were oxidized in flowing reduced oxygen partial pressure environments at a total pressure of one 
atmosphere (0.5 atm O2, 0.05 atm O2 and 0.005 atm O2, balance argon). Experiments were 
conducted at four temperatures (816°, 1149°, 1343°, and 1538°C).  The oxidation kinetics were 
monitored using thermogravimetric analysis.  T-300 fibers were oxidized to completion for times 
between 0.6 and 90 h.  Results indicated that fiber oxidation kinetics were gas phase diffusion 
controlled.  Oxidation rates had an oxygen partial pressure dependence with a power law 
exponent close to one.  In addition, oxidation rates were only weakly dependent on temperature.  
The C/SiC coupon oxidation kinetics showed some variability, attributed to differences in the 
number and width of cracks in the SiC seal coat.  In general, weight losses were observed 
indicating oxidation of the carbon fibers dominated the oxidation behavior. Low temperatures and 
high oxygen pressures resulted in the most rapid consumption of the carbon fibers.  At higher 
temperatures, the lower oxidation rates were primarily attributed to crack closure due to SiC 
thermal expansion, rather than oxidation of SiC since these reduced rates were observed even at 
the lowest oxygen partial pressures where SiC oxidation is minimal. 
 
INTRODUCTION 
 
The oxidation of carbon fibers and carbon fiber reinforced silicon carbide composites 
(C/SiC) have been studied extensively in oxygen or air1-6 and in water vapor containing 
environments7.  It is known that the fiber oxidation kinetics dominate the stress rupture lifetime of 
C/SiC material8.   Bulk carbon oxidation has been studied in reduced oxygen partial pressures9-10.  
However, limited data are available that quantitatively describe the oxidation behavior of C/SiC 
composites in reduced oxygen partial pressure environments.  These environments are of 
considerable importance for the application of C/SiC as leading edges for hypersonic vehicles 
which are subject to extreme heating in the upper atmosphere during re-entry.  The objectives of 
this study are to quantify the oxidation rates of both the constituent carbon fibers as well as the 
C/SiC composites at high temperatures and low oxygen partial pressures, to understand the 
dominant oxidation mechanisms, and to provide input to a math model for C/SiC behavior in 
hypersonic environments11. 
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EXPERIMENTAL PROCEDURE 
 
T-300 fiber was obtained as woven fabric that had been heat treated to 1538°C (2800°F).  
Fiber tows (1k tow) were removed from the fabric in batches of approximately 0.5g total weight.  
The fiber was bundled and compressed into an alumina crucible (99.8% purity) with a slotted 
lower surface.  CVI C/SiC coupons (1538°C HTT T-300 in (0/45/90/-45)2S layup) of approximate 
dimensions 2.5 x 1.3 x 0.25 cm were obtained from GE Power Systems.  Coupons were 
fabricated with a hole of approximately 0.25 cm diameter.  All coupons were sealed with a final 
CVD SiC seal coat so that no carbon fiber was exposed.  As expected, cracks were present in the 
as-fabricated coupons, both in the SiC matrix and coating, due to thermal expansion mismatch 
between the SiC and T-300 fibers.  The oxidation kinetics of both the T-300 fibers and C/SiC 
coupons were monitored using the ThermoGravimetric Analysis (TGA) system shown in Figure 1.  
The fiber crucible or composite coupon was suspended from the microbalance with a sapphire 
hanger.  The three test gases were purchased premixed containing 50% O2 in Ar, 5% O2 in Ar, or 
0.5% O2 in Ar.  Experiments were conducted at one atmosphere total pressure with a gas flow 
rate of 100 ccm (0.4 cm/sec).  For the 5% and 0.5% O2 cases, the system was evacuated to 30 
mtorr, then flushed with the test gas.  This procedure was repeated three times to ensure the 
samples were only exposed to reduced oxygen partial pressures.  Flow rates were controlled with 
a calibrated mass flow controller (Tylan General, RO-28, Rancho Dominguez, CA).  Oxidation 
experiments were initiated by raising the furnace, already at temperature and equilibrated with the 
test gas, around a fused quartz reaction tube containing the oxidation sample.  Tests were 
conducted at temperatures of 816°, 1149°, 1343°, and 1538°C (1500°, 2100°, 2450°, and 
2800°F).  Sample temperatures were obtained from a calibrated thermocouple placed directly 
below the suspended sample.  The thermocouple was removed from the furnace after 
determination of the desired set point to prevent devitrification of the fused quartz reaction tubes 
and any effects on the SiC oxidation rate12.  Weight change data were obtained from the Cahn 
1000 microbalance (Cerritos, CA).  Carbon fibers were oxidized to completion.  Oxidation times 
varied between 0.6 and 90h.  C/SiC coupons were oxidized for 25h in 0.5 atm O2 and 100h in the 
reduced oxygen partial pressures.  Selected C/SiC coupons were cross-sectioned and polished 
for optical microscopy, Scanning Electron Microscopy (SEM), and Energy Dispersive 
Spectroscopy (EDS). 
 
 
 
Figure 1.  Schematic of Thermogravimetric Analyzer 
 
RESULTS AND DISCUSSION 
 
T-300 FIBER OXIDATION 
 
Weight change data for the T-300 fibers are reported in Figures 2 through 4 as percent of 
initial weight.  From these results it is obvious that the effect of temperature is minimal relative to 
the effect of oxygen partial pressure.  In order to quantify the oxidation rates, the instantaneous 
rate at 50% fiber consumption was determined for each experiment following the procedure of 
Lamouroux3.  A plot of typical instantaneous oxidation rates is shown in Figure 5.  While the value 
at 50% consumed is reported, the observed rates were fairly constant with time (nearly linear) for 
all exposures.  Using these rate values, the temperature and pressure dependence of the 
oxidation rates were evaluated.  The oxidation rate temperature dependence is plotted in an 
Arrhenius form in Figure 6.  It can be seen in comparison to the literature values of Lamouroux2 
obtained at lower temperatures, that the oxidation rates obtained here have only a weak 
temperature dependence.  Oxidation rates obtained below 600 or 700°C appear to follow an 
Arrhenius relation, while those at higher temperatures do not.  This is consistent with surface 
reaction rate controlled oxidation at lower temperatures and gas phase diffusion control at higher 
temperatures.  From the kinetic theory of gases, gas phase diffusion is expected to have a T3/2 
dependence13.  To determine if the oxidation rates obtained here are gas phase diffusion limited, 
the rates have been replotted as Log-Log in Figure 7 to determine the power law exponent for the 
temperature dependence. Gas phase diffusion control should result in a slope (power law 
exponent) of 3/2 for this type of plot.  The results shown here are slightly lower than 3/2.  
However, due to the low number of data points and high uncertainties (95% confidence intervals 
reported) in the slopes, it can not be concluded that the temperature dependent power law 
exponent is statistically different from 3/2.  The observed oxidation rates of T-300 fibers are 
therefore consistent with gas phase diffusion control. 
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Figure 2.  Oxidation weight loss of T-300 fibers in 100 ccm flowing 0.5 atm O2/balance argon as a 
function of temperature. 
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Figure 3.  Oxidation weight loss of T-300 fibers in 100 ccm flowing 0.05 atm O2/balance argon as 
a function of temperature. 
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Figure 4.  Oxidation weight loss of T-300 fibers in 100 ccm flowing 0.005 atm O2/balance argon 
as a function of temperature. 
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Figure 5.  Instantaneous rate of oxidation rate loss for T-300 fibers exposed at 816°C in flowing 
(100 ccm) 0.5 atm O2 balance argon.  Reported rates obtained at 50% consumption of fibers. 
 
4 6 8 10 12 14
10,000/T (K)-1
-5.5
-5.0
-4.5
-4.0
-3.5
-3.0
Lo
g 
(o
xi
da
tio
n 
ra
te
)
Lamouroux, O2
Halbig, O2
Serra/Opila 50% O2
Serra/Opila 5% O2
Serra/Opila 0.5% O2
50060070080010001600
Temperature (°C)
12001400
 
Figure 6.  Arrhenius plot of T-300 fiber oxidation rates compared to values from the literature2,5. 
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Figure 7.  Power law dependence of T-300 fiber oxidation rates as a function of temperature.  
Predicted slope assumes gas phase diffusion controlled oxidation. 
 
Figure 8 shows the strong variation in the weight loss results as a function of oxygen 
partial pressure.  The pressure dependent power law exponent is determined in Figure 9, this 
time including data from Halbig5 obtained at one atmosphere oxygen pressure in the same 
laboratory conditions as used in this study.  Power law exponents approaching one are observed.  
This value is also consistent with gas phase diffusion control as given by the expression for the 
mass transfer coefficient in a gas boundary layer14. 
 
C/SiC COUPON OXIDATION 
 
Weight change data for the C/SiC composites are shown in Figures 10 through 12.  
Weight loss is observed in all cases but one exposure at 1343°C in 50% O2 that showed less 
than 1 mg weight gain.  Weight change is attributed to the sum of weight loss due to carbon 
oxidation and weight gain due to SiC oxidation to form SiO2.  Because weight loss is almost 
always observed, carbon oxidation clearly dominates the observed oxidation kinetics.  Ingress of 
oxygen through cracks in the as-processed SiC seal coat dominates the oxidation behavior.  The 
variability in oxidation kinetics can be attributed to coupon-to-coupon variation in the number and 
width of the cracks.  The temperature trends for C/SiC oxidation are somewhat different than 
observed for the carbon fiber constituent.  The low temperature oxidation kinetics obtained at 
816°C show the most rapid oxidation.  In fact, complete consumption of the C fibers occurred in 
0.5 atm O2 in 25h as seen in both the weight loss results (Figure 10) and the polished cross-
section of the post-test coupon shown in Figure 13. Note that the weight loss rate for the C/SiC 
coupons at this temperature scales with oxygen partial pressure just as it did for the C fibers in 
the crucible. The time for complete fiber oxidation has increased from approximately 1h for the 
fibers in the crucible (∼0.5g) to about 20h for the fibers in the composite (∼0.7g) presumably due 
to limited transport of oxidant through the cracks in the SiC seal coat.  
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Figure 8.  Oxygen partial pressure dependence of T-300 fiber oxidation weight change at 816°C. 
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Figure 9.  Oxygen partial pressure dependence of T-300 fiber oxidation rate. 
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Figure 10.  Oxidation weight loss of C/SiC composites in 100 ccm flowing 0.5 atm O2/balance 
argon as a function of temperature. 
0 20 40 60 80 100
Time (h)
-30
-20
-10
0
S
pe
ci
fic
 w
ei
gh
t c
ha
ng
e 
(m
g/
cm
2 )
816°C
1149°C
1343°C
 
Figure 11.  Oxidation weight loss of C/SiC composites in 100 ccm flowing 0.05 atm O2/balance 
argon as a function of temperature. 
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Figure 12.  Oxidation weight loss of C/SiC composites in 100 ccm flowing 0.005 atm O2/balance 
argon as a function of temperature. 
 
 
 
 
Figure 13.  Polished cross-section of C/SiC composite coupon after exposure at 816°C in flowing 
(100 ccm) 0.5 atm O2 for 25h.  Note complete oxidation of T-300 fibers.  Scale = 0.1 cm. 
 
 
In contrast, a cross-section of the post 1538°C, 0.5 atm O2, 25h exposure (Figure 14) 
shows little consumption of C fibers. The variability in results at the higher temperatures prevents 
any conclusive statements about temperature trends above 1100°C.  However, the decreased 
rates observed at high temperatures relative to the 816°C can be explained several ways.  First, 
oxidation of SiC is expected to occur at higher temperatures. The resulting growth of SiO2 
diminishes the crack width and thus lowers the rate of oxygen ingress.  Second, the cracks 
should also begin to close as the temperature is increased due to thermal expansion of the SiC.  
Theoretically, the cracks should be closed at the original processing temperature. 
 
 
 
Figure 14.  Polished cross-section of C/SiC composite coupon after exposure at 1538°C in 
flowing (100 ccm) 0.5 atm O2 for 25h.  Note minimal oxidation of T-300 fibers.  Scale = 0.1 cm. 
It is clear from the appearance of the coupons after the oxidation exposures that the SiC 
is oxidizing at temperatures of 1149°C and higher.  As shown in Figure 15, interference colors are 
visible on the surface of the coupons indicating the formation of a thin oxide film.  At higher 
temperatures the interference colors are no longer visible due to thickening of the oxide scale.  
SiC oxide thickness can be estimated from literature values for CVD SiC oxidation rates15-16. 
While these literature values were obtained in pure oxygen, the rates were estimated here 
assuming the oxidation rate is reduced in direct proportion with the oxygen pressure, i.e., the 
pressure dependence is given by Pn where n=1.  This assumes oxidation is limited by transport of 
molecular oxygen through the growing silica scale, as was confirmed by Deal and Grove for the 
oxidation of silicon17.  The estimated SiO2 scale thickness for 25 and 100h exposures are listed 
as a function of oxygen partial pressure and temperature in Table 1. 
 
 
Figure 15.  Macrophotos of C/SiC composite coupons after exposure for 25h in 0.5 atm O2 and 
100h in 0.05 and 0.005 atm O2.  The exposure temperatures at each oxygen partial pressure are 
(L to R) 816°, 1149°, 1343°, 1538°C.  Note that no exposures were conducted at 1538°C in 0.05 
and 0.005 atm oxygen partial pressure.  Scale = 1 cm. 
0.5 atm O2 0.05 atm O2 0.005 atm O2 
 
 
It can be seen that negligible oxide is expected to form at 816°C under any oxygen partial 
pressure condition.  About one micron or less oxide is expected to form under even the highest 
temperature, high oxygen partial pressure conditions.  It was difficult to observe any oxide film by 
SEM, however, a scale of about 1.5 μm was observed on a surface of the coupon exposed at 
1538°C in 0.5 atm O2.  This is fairly consistent with the estimated oxide thickness reported in 
Table 1 for the same conditions. 
 
 
Table 1.  Estimated SiO2 thickness (μm) for exposure of SiC as a function of temperature, oxygen 
partial pressure and time. Data interpolated/extrapolated from Ramberg15(*) or Ogbuji16(^). 
 
Temperature, °C PO2, atm 816* 1149* 1343^ 1538^ Time, h
0.5 0.024 0.428 0.741 1.173 25 
0.05 0.010 0.253 0.468 0.742 100 
0.005 0.001 0.055 0.148 0.235 100 
 
 
Alternatively, crack closure can be explained by thermal expansion of the SiC seal coat.  
The distance between cracks in the SiC seal coat was measured for five coupons and was found 
to be 73 μm on average.  Assuming a 73 μm segment of SiC expands according to published 
expression for ΔL/Lo18 then the average crack closure on heating can be estimated.  These 
values are reported in Table 2.  Table 3 compares the results from Tables 1 and 2 and 
summarizes which mechanism dominates crack closure as a function of oxygen partial pressure 
and temperature. 
 
 
 
Table 2.  Estimated crack closure due to SiC thermal expansion. 
%ΔL/L from Touloukian18. 
 
T, °C % ΔL/L 
ΔL (μm) for 73 
μm segment 
816 0.376 0.275 
1149 0.567 0.414 
1343 0.685 0.500 
1538 0.809 0.591 
 
 
Table 3.  Dominant mechanism for crack closure. 
TE=thermal expansion.  ox=SiC oxidation. 
 
Temperature, °C 
PO2, atm 816 1149 1343 1538
0.5 TE ≈ ox ox 
0.05 TE TE ≈ ox 
0.005 TE TE TE TE 
 
 
The room temperature crack widths in the SiC seal coat were not measured statistically, however, 
cracks of about 1μm width are shown in Figure 16.  Other cracks were significantly larger as 
shown in Figure 17.  These crack widths are consistent the range of 0.5 to 3 μm crack widths 
measured by Lamouroux et al4 for a similar SiC seal coat on a C/SiC composite. 
  
  
 
Figure 16.  Cracks in SiC seal coat.  Crack widths estimated to be approximately 1.1μm and 0.6 
μm in the left and right photos respectively. 
 
 
 
 
 
 
 
 
 
 
Figure 17.  Highlighted cracks in SiC seal coat  Green highlights indicate cracks on the order of 1 
mm in width.  Red highlights indicate larger cracks.  The unmarked micrograph can be found in 
Figure 14.  Scale = 0.1 cm. 
 
 
In summary, several statements can be made regarding the oxidation of the C/SiC 
composites.  SiC oxidation weight gains are negligible compared to C oxidation weight losses.  It 
is unlikely that complete crack closure occurs in reduced oxygen partial pressure environments 
even at the highest temperatures, since weight loss is still observed and some of the cracks 
significantly exceed 1 μm in width.  However, partial crack closure on heating can explain the 
decreased oxidation rates as the exposure temperature is increased.  Since the coupon weight 
loss rates are reduced as the temperature increases in even the lowest oxygen partial pressures, 
it is likely that thermal expansion of the SiC rather than SiC oxidation dominates the crack 
closure. 
 
 
SUMMARY AND CONCLUSIONS 
 
T-300 fiber oxidation is gas phase diffusion limited in the temperature range between 816 
and 1538°C.  Oxidation kinetics are consistent with the predicted T3/2 temperature dependence 
and pressure dependence for transport through a laminar boundary layer, Pn, with n=1.  C/SiC 
oxidation kinetics were dominated by C fiber oxidation rather than SiC oxidation.  Weight loss was 
observed at all temperatures between 816 and 1538°C and all oxygen partial pressures between 
0.5 and 0.005 atm O2.  Rates were highest at 816°C and decreased at higher temperatures.  The 
decreased oxidation rates at high temperature were attributed to closure of cracks in the SiC seal 
coat.  A the low oxygen partial pressures in this study, the crack closure is more likely dominated 
by thermal expansion of the SiC rather than sealing of the cracks with SiO2 from oxidation of SiC.  
Variability in coupon oxidation kinetics is attributed to variability in the number and width of cracks 
in the SiC seal coat. 
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